
 
 

 

Decitex Tow Weight 
(ktex) Lustre 

0.9 100 Bright 

1.7 121 Bright / Matt 

3.3 135 Bright / Matt 
 5.0 135 Bright / Matt 

LONG STAPLE FIBRES FOR  
WORSTED OR SEMI-WORSTED SPINNING  

DANUFIL® KTT is a continuous viscose filament 
tow with a round lobed fibre cross-section. The tow 
is suitable for the manufacture slivers on stretch 
breaking machines of various makers. Dyed 
slivers can be manufactured using the continuous 
or discontinuous tow dyeing process. Yarns and 
finished products made from DANUFILÒ KTT 
possess a wool-like character, especially 
distinguished by high volume, soft touch and 
distinctive lustre. The stretch broken tow is 
subsequently worsted spun in 100% or in blends 
with all natural and manmade fibres for weaving, 
tapestry yarns and hand and machine knitting 
yarns. 
 

Properties: 

Air Dry Tenacity 18-22 cN/TEX 
Air Dry Extension 18-25 % 
Wet Tenacity 10-15 cN/TEX 
Wet Extension 28-33 % 

DANUFIL® KTT – STRETCH BREAKING TOW   

Availability: 

SPINNING 

DANUFIL® KTT- SPUNDYED combines the 
benefits of DANUFIL® KTT and the advantages of 
spundyed fibres. 
Colours are available as per the shade card issued 
separately or are individually matched to customer 
specification. Minimum Quantity per shade: 3 tons. 

 

Properties: 

Air Dry Tenacity 18-22 cN/TEX 
Air Dry Extension 18-25 % 
Wet Tenacity 10-15 cN/TEX 
Wet Extension 28-33 % 
High light fastness 
High bleaching fastness 
High washing fastness 
High rubbing fastness 
High perspiration fastness 

DANUFIL® KTT – STRETCH BREAKING TOW – SPUNDYED  

Availability: 

Decitex Tow Weight 
(ktex) Lustre 

1.7 121 Bright / Matt 

3.3 135 Bright / Matt 
  

 
 
 

For more information about our products please email to: textiles@kelheim-fibres.com or call Germany  
+49-9441-99514. Please visit also our website www.kelheim-fibres.com .                 03/2010 
 
The above data are for the purpose of informing about our products and their applications and are based on current knowledge. They have hence not the 
meaning to guarantee  certain properties or suitability for special applications. Danufil Trademarks and Patents are property of KELHEIM FIBRES GmbH Germany.  

dtex den m 

0.9 0.81 8 

1.7 1.53 11 

3.3 3.0 16 

5.0 4.5 20 

 

The Micron of DANUFIL ®  KTT 


