
 
 

 
 
     

Decitex Staple 
(mm) Bright/Matt 

2.4 25, 30, 38 • 

HIGH PERFORMING FIBERS WITH MODIFIED CROSS 
SECTIONS FOR NONWOVENS 

Viloft Nonwoven  is a modified cross-
section rayon fiber with unique flat cross 
section and crenellated surface. 
 
This fibre is perfectly designed to enable 
fabrics to break up easily when flushed 
in water, whilst maintaining the required 
strength for converting, packaging and 
final use by the consumer.  
 
In addition, due to its flat structure, 
Viloft Nonwoven  helps to realize 
consumer benefits: 
�  Better softness of nonwoven fabrics 
�  Increased absorption 
�  Clean and free of allergenic   

substances. 
 
Due to its cellulosic nature the fibre is 
fully biodegradeable.  
 
 
 
Availability: 

VILOFT NONWOVEN 

 

NONWOVENS 

 

For more information about our products please email to: nonwovens@kelheim-fibres.com or call Germany 
+49-9441-99423. Please visit also our website www.kelheim-fibres.com .       03/2010 
 
 
The above data are for the purpose of informing about our products and their applications and are based on current knowledge. They have hence not the 
meaning to guarantee  certain properties or suitablity for special applications. Danufil Trademarks and Patents are property of KELHEIM FIBRES GmbH Germany.  

 

 

Viloft Nonwoven  Viloft 
Viloft Nonwoven  fabrics break 
up easily when flushed in water 
into the individual staple fiber 
elements: 

Picture 1: Cross section of Viloft Nonwoven 

Picture 2: Spunlaced fabric produced 
with Viloft Nonwoven after dispersion 


