
 
 

 

Decitex Staple 
(mm) Lustre 

1.9 38 Bright 

2.4 38, 51 Bright / Matt 

2.4 Tow or 
Converted Top Bright 

Decitex Staple 
(mm) Lustre 

0.9 40 Bright 

0.9 Tow  Bright 

SPECIALITY VISCOSE FIBRES  
 

VILOFT® original � is a speciality viscose fibre 
with unique flat cross-section and crenellated 
surface. In blends with other natural or synthetic 
fibres it is used for functional textiles, e.g. 
thermal sleep- and under-wear, sportswear, 
socks, shirts, etc. 
 
The flat cross-section of VILOFT® original offers: 
·  higher flexibility and softness compared to 

round fibres 
·  thermal performance due to the formation of 

air pockets within a yarn construction 
·  moisture management properties and 

wickability in blends with other fibres. 
 
Properties: 

Air Dry Tenacity 18-22 cN/TEX 
Air Dry Extension 18-25 % 
Wet Tenacity  10-15 cN/TEX 
Wet Extension 28-33 % 

VILOFT® original 

Availability: 

SPINNING 

VILOFT® micro  is a extra fine decitex fibre with a 
round cross-section that produces lightweight, 
ultra-fine and soft jersey and woven fabrics.  
 
It can be used in 100% form or in blends with 
VILOFT® original or most other natural or 
synthetic fibres.  

 

VILOFT® micro performs well on all common 
spinning technologies such as ring, open end or 
air-jet spinning. 

 
 
 
 
Properties: 

Air Dry Tenacity 22-27 cN/TEX 
Air Dry Extension 17-23 % 
Wet Tenacity 13-16 cN/TEX 
Wet Extension 27-32 % 

VILOFT® micro  

Availability: 

For more information about our products please email to: viloft@kelheim-fibres.com or call Germany  
+49-9441-99353. Please visit also our website www.kelheim-fibres.com .            03/2010 
 
The above data are for the purpose of informing about our products and their applications and are based on current knowledge. They have hence not the 
meaning to guarantee certain properties or suitability for special applications. Viloft Trademarks and Patents are property of KELHEIM FIBRES GmbH Germany.  


